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THREE-PHASE HEATER ON 1"1/2 PLUG

MAX.WORKING TEMPERATURE : 100°C
USE IN DOMESTIC WATER

COMPONENT IN COMPLIANCE : EN 60335-1 ; EN 50106 ; 2002/95/UE RoHS

/

WATER BOILER

AISI-316L Ø6.5
Pos. VOLT WATT TOT.
01 9.50400 4Gx1.5mm²

SEDES CODE TYPE OF CABLEW/cm²
3000

A
300

+5%
-10%

823000100

A18.5

114

10
3

103 (20)(30)

CABLE
GLANG PG 13.5

PLUG AISI-304
1"1/2 GAS  CH60

GASKET
IN ASBERIT

KNOB FOR
THERMOSTAT
(30 - 75°C)

POWER
LIGHT 400V

CABLE PVC H05VV-F
L=2000 BLACK

CASE
UL94V0 IP65

LABEL WITH LOGO
+ ELECTRICAL DATA

02 9.504000 400
03 9.304500 450

823000400
823000500

THERMOSTAT
POCKET L=280
 .

N°3 HEATERS IN AISI-316L Ø6.5

SPACER "D2"

30
40

5060

70
75

°C

400
400

9.105500 550823000600 400
9.006000 600823000200 400

04
05
06

9.507500 700823000800 400
11.29000 700823000300 400

07

12.412000 850823001800 400
08
09

8.905000 500823001200 400

ELECTRICAL SCHEME
S TR

B1

B2

B3

A1

A2

A3

G/V

PE

LABEL:
EXTERNAL : LOGO - VOLT - WATT - CE - IP65 - WEEE
INTERNAL : ELECTRICAL SCHEME

SPACER "D1"

SPACER
D1
D1
D1
D1

D1 + D2
D1 + D2
D1 + D2
D1 + D2
D1 + D2

IP65

VOLT - WATT

LOGO

16

B ±10 COLD PART

4Gx1.5mm²
4Gx1.5mm²
4Gx1.5mm²
4Gx1.5mm²
4Gx1.5mm²
4Gx1.5mm²
4Gx1.5mm²
4Gx2.5mm²

B
45
45
45
45
45
45
45
45

100


